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JOHN P. LOCKRIDGEOPERATOR. INC.
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•ÒohnP. Lockridge Operator, Inc.
#42-29 Horseshoe Bend Federal
SE NE Section 29-T6S-R22E
Uintah Co., Utah

THIRTEENPOINT SURFACEUSE PLAN

1) EXISTING ROADS ,

See attached topographic maps A & B. Directions: take Highway 40 south from
Vernal, approximately one mile to point where Highway 40 veers east. Take
"New Bonanza" highway south approximately lji miles to access road onthe northeast,
or left side of highway. The location is approximately 100 ft NE of the highway.

2) PLANNEDACCESSROAD

See attached topographic map A. It will be necessary to construct approximately
100 feet : of new road to connect the existing road with the proposed location.
Construction of the new road will meet the following standards.

Maximum grade should not exceed 7% (7' per 100). The trail will be a maximum
of an 18" crown road (9' on etther side of the centerline) with drain ditches
along either side of the proposed road where it is determined necessary in
order to handle any run off from any normal meteorological conditions that
are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to l slopes and
terraced.

The road will be centerline flagged prior to the commencementof construction.

No major cuts or fills appear necessary. No culverts will be needed. See
Topo Map B.

The grade of this road will be constructed from native borrow accumulated
during construction.

Any fences that are encountered along this access road will be cut and
replaced with a cattleguard with a minimum width of 18' and a loading factor
large enough to facilitate the heavy trucks required in the drilling production
of this well.

If cattleguards are to be located at existing gates, they will be installed
with the above requtrements with a new gate installed at one end of the
cattleguard.

Onsite inspection field



John P. Lockridge Operator, Inc.
#42-29 Horeseshoe Bend Federal
SE NE Section 29-Í6S-k22E
Uintah Co., Utah

3) LOCATIONOF EXISTING WELLS

Within a one mile radius the following wells are identified by category and
listed below. •

1. Water wells - none

2. Abandoned wells - producing - none

Dry holes - Kimbark SW SE Section 29-T6S-R22E
Pan Am SWSW Section 29-T6S-R22E

3. Temporarily abandoned wells - none

4. Disposal wells - none

5. Drilling wells - none
Locations:

6. Producing wells - Snyder Oil Co. #2-32, NE Section 32-T6S-R22E

7. Shut-in wells - none

8. Injection wells - none

9. Monitoring or observation wells - none

4) LOCATIONOF TANKBATTERIES, PRODUCTIONFACILITIES ANDPRODUCTIONGATHERINGAND
SERVICE LINES

John P. Lockridge Operator, Inc. operates a gas well in the NEL33-T6S-R22E

with production facilities. However, these facilities are sufficient distance
from the proposed location to preclude economic joint utilization.

In the event that production of this well is established, then the existing
area of the location will be utilized for the establishment of the necessary
production facilities.

This area will be built, if possible, with the native materials and if these
materials are not available,then the necessary arrangements will be made to
get them from private sources.

The total area that is needed for the production of this well will be fenced
and cattleguards will be utilized for access to these facilities.

The rehibilitation of the disturbed area that is not required for the produc-

tion of this well will meet the requirements of Items #7 and #10 and these
requirements and standards will be adhered to.

If production facilities are necessary, these facilities will be constructed
as shown in Figure



3'ohnP. Lockridge Operator, Inc.
#47-29 Horseshoe Bend Federal
SE NE Section 29-16S-R22L
Uintah Co., Utah

4) Onsite inspection field comments:

5) LOCATIONANDTYPE OF WATERSUPPLY

Water will be hauled from the Green River by truck. Application has been made
for a state water permit.

The existing roads and proposed roads previously noted will be all that are
needed. No water well will be drilled for this operation.

Onsite inspection field comments:

6) SOURCEOF CONSTRUCTIONMATERIALS

All construction materials for this location site and access road shall be
borrow materials accumulated during construction of the location site and
access road. No additional road gravels or pit lining material from other
sources are anticipated at this time, but if they are required the appropriate
actions will be taken to acquire them from private sources.

7) METHODSFORHANDLINGWASTEDISPOSAL

See Location Layout Sheet.

The mud pit will be approximately 6' deep and at least one half of this depth
shall be below the surface of the existing ground.

A test tank will be used to contain produced flutds.

If deemed necessary by the agencies concerned, to prevent contamination to
surrounding areas, the mud pits wt11 be lined with a gel.

The p†ts will have wire and overhead flagging installed at such time as
deemed necessary to protect the water fowl, wildltfe, domesttc animals.

On the onset of drilling, the mud pit will be fenced on three sides and at
the ttme the drilling activities are completed, it will be fenced on the fourth
side and allowed to dry completely prior to the time that backfilling and
reclamation activities are attempted.

When the mud pit drieg and the reclamation activities commence, the pit will
be covered with a mintmum of four feet of sotl and all requirements in item #10
wiÌl be followed.

Trash will be placed in a completely enclosed container and hauled off the
location.

All flammable materials will be burned and then buried upon completion of this well.

A portable chemical toilet will be supplied for human



John P. Lockridge Operator, Inc.
#42-29 Horseshoe Bend Federal
SE NE Section 29-T6S-R22E

Uintah, Co., Utah

8) ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none
foreseen in the near future.

9) WELLSITE LAYOUT

See attached Location Layout Sheet. The B.L.M. District Manager shall be
notified before any construction begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is determined by
the representatives of the agencies involved that the materials are too porous
and would cause contamination to the surrounding area. Then the pits will be
lined with a gel and any other type material necessary to make it safe and tight.

When drilling activities commence,all work shall proceed in a neat and
orderly sequence.

10) PLANSFOR RESTORATIONOF SURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See location layout sheet and Item #9.) When all drilling
and production acttvittes have been completed, the location site and access
road will be reshaped to the origtnal contour and stockpiled topsoil spread
over the disturbed area.

As mentioned in Item #7, the mud pit will be completely fenced and wired
and overhead wire and flagging installed, if there is oil in the pits, and
then allowed to completely dry before covering.

Restoration activities shall begin as soon as possible after the mud pit has
dried up, and will be completed without undue delay.

When restoration activities have been completed, the location site and access
ramp shall be reseeded wtth a seed mixture recommended by the B.L.M. District
Manager when the moisture content of the sotl is adequate for germination. The
Lessee further covenants and agrees that all of said cleanup and restoration
activittes shall be done and performed in a diligent and most workmanlike manner
and in strict conformity with the above mentioned Items #7 and #10.

11) OTHERINFORMATION

The drillsite is located in ut area of moderate slope (see cross section).
The Surface is the Uinta formation, light brown sandy clay with sparse sagebrush
cover. There are no trees on the proposed location.

General use of the surface is grazing. The new road and location are federally
owned.

An archeological report will be filed on this prospect under separate cover.

The closest water is located in the Green



John P. Lockridge Operator, Inc.
#42-29 Horseshoe Bend Federal
SE NE Section 29-T6S-R22E
Uintah Co., Utah

11) Onsite inspection field comments:

12) LESSEE'S OR OPERATOR'SREPRESENTATIVE

John P. Lockridge
1444 Wazee, Suite 218
Denver, Co 80204

Telephone - 303-628-9371

13) CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route. That I am familiar
with the conditions which presently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and that the work
associated with the operations proposed hereinwill be performed by John P.
Lockridge Operator, Inc., and its contractors and subcontractors in conformity
with this plan and terms and conditions with this plan and the terms and condi-
tions under which it is approved.
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John P. I kridge Operator, Inc
#42-29 HWshoe Bend Federal
SE NE Section 29-T6S-R22E
Uintah Co., Utah

Figure 1.
Production Facilities
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OOnn V %Krluge UµerdLor, zita...
s._, #42-2k,,,tseshoe Bend Federal

SE NE Section 29-T6S-R22E
Uintah Co., Utah

TEN POINTPROGRAM

1) GEOLOGICSURFACEFORMATION

The surface formation is Uinta.

2 & 3) GEOLOGICMARKERSANDPRODUCTIVEINTERVALS

Formation Estimated Top Possible Production

Uinta "8" Marker 3580' H

Uinta Green River Transition 3960' N

Green River 4110' H

T. D. 4110'

W = Water H = Hydrocarbon (oil or gas) C= Coal S = Steam

4) CASINGPROGRAM

Hole Size Casing Size Grade Weight Thrd & Cond Depth

12 1/4 8 5/8" H-40 24.0 STC 200'

6 3/4 4 1/2" J-55 9.5 STC TD

5) CONTROLEQUIPMENTSPECIFICATIONS·

The following equipment will be utilized for detection and control during the
drilling operation.

BLOWOUTPREVENTORS

Size 7 1/16" Pressure Rating 3000 pst

Pipe Rams yes_ Blind Rams yes

Annular Preventor yty;

Kill Line Size 2" x 3000 psi Valves 2" x 3000 psi

Check Valve 2" x 3000 psi

Manifold

Size 3" Valves 3" x 3000 Pressure 3000 psi

Positive choke yes Adjustable Choke



John T atridgeoperator, Inc.
-- #47-7 rseshoe Bend Federal

SE NE Section 29-T6S-R22E
01ntah Co., Utah

See Exhibit I attached for additional detail. 80P Equipment will be installed

prior to drilling below 8 5/8" casing and BOP will be tested to 1500 psi using

rig pump. Surface casing will be tested to 70%of internal yield.

6) ORILLINGFLUIDS

Type Fluid
Interval Weight Viscosity Rëmarks

0-200' Air
200-2200 KCLWater 8.4 - 8.6 No Control No Control
2200'-TD KCLGel Mud 0.6 - 9.0 45 - 55 10 cc

Possible Sub Normal Pressured Zones Green River

Possible Abnormal Pressured Zones None

7) AUXILIARYEQUIPMENT

Floor Valve DP yes

Floon Valve DC yes

float in TC yes

Inside 80P'(Dart Valve) no

ADDITIONALDETECTIONEQUIPMENT& SERVICE

Mud Logging Unit yes

Pit Volume Totalizer no

Flow Line Sensor no

Flow Line Temperature no

Sour Gas Detector no

Pump Stroke Counter



John V. íKT10ge Operator, InC.
. . s.., #42-29s-vieshoe Bend Federal

ŠE NE Section 29-T65-R22E
Uintah Co., Utah

Degasser no

Rud Gas Separator no

Orilling Data Unit no

Other The mud system wiT1 be visually monitored

8) EVALUATION

A) Testing

All significant hydrocarbon shows will be drill stem tested. There will
probably be 2 to 4 DST's.

8) Logging

Depth Electr†¢ Wireline Logs Interval

Total Depth DIL/GR, FOC/CNL 200'-TO

C) Cortnq .

Formatton Type Core Analysis

none

No extraordtnary hazards are anttctpated.

10) STARTINGDATE 8-15-ß5 OURATIOÑ8 DAYS.

DRILLINGPROGRAMPREPAREDBY: JOHNP.
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O STATEOF UTAH Norrnon H. Bongerter, Governor

NATURALRESOURCES Dee C. Honsen, Executive Director

Oil, Gos & Mining
Dionne R. Nielson, Ph.D., Division Director

355 W. North Ternple · 3 Triad Center • Sulte 350 • Solt Lake Cliy, UT84180-1203•801-538-5340

August 6, 1985

3ohn P. Lockridge Operator, Inc.
1444 Wazee, Suite 218
Denver, Colorado 80202

Gentlemen:

Re: Well No. Horseshoe Bend Federal 42-29 - SE NE Sec. 29, T. 6S, R. 22E

1357' FNL, 1264' FEL - Uintah county, Utah

Approval to drill the above-referenced gas well is hereby granted in

accordance with the Order of Cause No. 145-5 dated June 20, 1985 subject to

the following stipulations:

1. Prior to commencement of drilling, receipt by the Division of

evidence providing assurance of an adequate and approved supply of

water.

In addition, the following actions are necessary to fully comply with

this approval:

1. Spudding notification to the Division within 24 hours after drilling

operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water

Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is

necessary to plug and abandon this well. Notify 3ohn R. Baza,

Petroleum Engineer., (Office) (801) 538-5340, (Home) 298-7695, or

R. 3. Firth, Associate Director, (Home) 571-6068.

on equol opportunity



Page 2
John P. Lockridge Operator, Inc.
Well No. Horseshoe Bend Federal 42-29
August 6, 1985

4. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31663.

Sincerely,

Associate Director, Oil & Gas

as
Enclosures
cc: Branch of Fluid
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2. NAME or orsmATom
Ui- UIL Horseshoe Bend Federal

John P. Lockridge Operator, InŠAS & MINING •• ===.r. no.

3. ADDRESS OF OPERATOR
42-29

1444 Wazee, Suite 218, Denver, CO 80202 303+628-9371 ao. FIELD AND POOL, OE WILDCAT

4. LOCATION OF WELL (Iteport location clearly and in accordance with any State requirements.*þ Hul sesitue berid
At nuriace 11. s-C, T., m., M., os mLK.
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At proposed prod. sone 29-T6S-R22E, SLM
14. DiaTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARIER 13. STATE

15 miles southeast of Vernal, Utah Uintah Utah
10. DI-TANCE PROM PROFOGED* 16. NO. OF ACRES IN LEAas 17. NO.Or ACRES ABBIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEASE LENE, FT. 1357 1840 160
(Also to nearest drlg. unit line, if any;

18. DISTANCE FROM PROPOSED LOCATION* 19. PKOPOSED DEPTH 20. noTART os CABLE TooLa

TO NEAREST WELL, DRILLING. COMPLETED, i
om Arra.tzo roa, on Tms zaAss, rr. 2700 4110 Rotary

21. ElÆVATIONa (Show whether DF, RT. GR. etc.) 22. Arraox. DATE wont war.r. staaT•

5258' Gr; 5270' KB 8/15/85
23. PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF ROLE SEEE OP CASINO WEIGHT PER FOOT BETTENG DEPTH QUANTITT OF CEMENT

124 8 5/8" 24.0# 200' 110 sacks
7 7/8" 4½" 9.5# TD 260 sacks

Proposal: To drill a test well through the Uinta formation

Other Items: 1) Survey plat attached
2) Ten Point drilling program attached
3) Thirteen Point surface use and operation plan attache
4) Cultural resource survey report to be submitted under eparate cover
5) Anticipated BHP is 1400 psi.

IN ABOVE SPACE DESCRIBE PROPOBED PROGRAM : If proposal is to deepen or plug back, give data on present productive some and proposed new prodnettre

zone. If proposal is to drill or deepen directionally, give pertinent data on subeurface locations and measured and true vertical depths. Give blowout

President ,,,, 7/29/85

This a ace for Federal or State oface une)
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-D:o OG



AECElVED
S4hPo3 198a

DONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Olvistum er y

Company John P. Lockridge, Operator Well No. 42-29AS& VINtWG

Location Sec. 29 T 68 R22E Lease No. U-44210

Onsite Inspection Date 08-09-85

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

A. DRILLING PROGRAM

1. Estimated Depth of Anticipated Water, Oil, Gas, or Minerals

All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

Ram-type preventers shall be tested to 2,000 psi.

Either an upper or lower kelly cock will be employed.

BOP and choke manifold systems will be consistent with API RP 53.
Pressure tests will be conducted before drilling out from under all
casing strings which are set and cemented in place. Blowout
preventer controls will be installed prior to drilling the surface
casing plug and will remain in use until the well is completed or
abandoned. Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure
tested before drilling casing cement plugs.

The District Office should be notified, with sufficient lead time,
in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

The cementing program for the surface casing shall provide
sufficient quantity to bring cement to surface. The cementing
program for the production string shall provide coverage of any
hydrocarbon or freshwater zone encountered while



The District Office should be notified, with sufficient lead time,
in order to have a BLR representative on location while running all
casing strings and cementing.

4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate
protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion reports shall be submitted to this
office on a weekly basis.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core anal-
yses, well-test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the drill-
ing, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

6. Other Conditions for Drilling Program

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the A0
will be obtained and notification given before resumption of opera-
tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will
be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in accord-
ance with the requirements of NTL-3A or its



If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
rig.

Should the well be successfully completed for production, the AO
will be notified when the well is placed in a producting status.
Such notification will be sent by telegram or other written commun-
ication, not later than 5 days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of a District Engineer,
produced water may be temporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along
with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the District En-
gineer and approval received, for any venting/flaring of gas beyond
the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-
trict Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following comple-
tion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclama-
tion work required by the approved APD or approved abandonment
notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing



Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian



•

B. THIRTEEN POINT SURFACE USE PLAN

1. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-
structed or installed (including oil well pumpjacks) will be
painted a flat, non-reflective, earthtone color to match the stan-
dard environmental colors, as determined by the Rocky Mountain 5
State Interagency Committee. All facilities will be painted within
6 months of installation. Facilities required to comply with
O.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be sur-
rounded by a dike of sufficient capacity to contain 1# times the
storage capacity of the battery.

No tank battery is anticipated for this well.

All site security guidelines identified in 43 CFR 3162.7 regula-
tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the
meter and anchored securely downstream of the meter. Meter runs
will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be conduc-
ted monthly for the first three months on new meter installations
and at least quarterly thereafter. The AO will be provided with a
date and time for the initial meter calibration and all future
meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter meas-
urement facilities will conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

2. Source of Construction Material

The use materials under BLK jurisdiction will conform to 43 CFR
3610.2-3.

3. Methods of Handling Waste Disposal

The reserve pit will not be lined.

Burning will not be



Produced waste water will be confined to an unlined pit for a per-
iod not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, along with required water analysis, will be
submitted for the AO's approval. Failure to file an application
within the time allowed will be considered an incident of noncom-
pliance, and will be grounds for issuing a shut-in order.

4. Well Site Layout

The reserve pit will be located as indicated in the layout diagram .

The stockpiled topsoil will be stored between stakes No. 1 and 2 on
the northwest side of the pad.

Access to the well pad will be as indicated in the APD.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

5. Plans for Restoration of Surface

Immediately upon completion of drilling, the location and surround-
ing area will be cleared of all debris, materials, trash and junk
not required for production. The reserve pit and that portion of
the location and access road not needed for production or
production facilities will be reclaimed.

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be removed.

The BLM will be consulted for a suitable seed mixture for the
reseeding of the location.

Prior to reseeding, all disturbed areas, including the access
roads, will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BLM.
If broadcast, a harrow or some other implement will be dragged over
the seeded area to assure seed coverage.

6. Other Information

There will be no deviation from the proposed drilling and/or work-
over program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR



"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accord-
ance with 43 CFR 3164.

The dirt contractor will be provided with an approved copy of the
surface use plan.

A suitable cultural resource clearance has been received for the
project. If any cultural resources are found during construction,
all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be
filed for approval for any future operations.

In the event after-hour approvals are necessary, please contact one
of the following individuals:

Craig M. Hansen (801) 247-2318
Assistant District Manager
for Minerals

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

R. Allen McKee (801) 781-1368
Petroleum



DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATION

NNEOFWW: JOHN P LOCKRIDGE

WELLNAME: HORSESHOE BEND FEDERAL 42-29

SECTION SE NE 29 TOWNSHIP 6S RANGE 72F Û0UNTY Uintah

DRILLINGCONTRACTOR
RIG#
SPUDDED:DATE 10-745

IIME 9:00 AM

OW nrv Hole Digger

DRILLINGWILLCOPMENCE m enn os = «

REPORTEDBY Curlie Grimlie

IELEPHONEÑ

DATF 10-7-85 SIGNED



(¾ 1983)
' WM A i Expires August 31, 1985

«•==•rty e-san DEPART ""OFTHE INTERIORTes¾gige) 8. LEASE DBaleNATION ARD BBERI. NO.

BUREAUOF LAND MANAGEMENT U-44210

SUNDRYNOTICESAND REPORTS
(De met use this toUrm to t d r r as ha .

i. T. UNat seassumur maxa

I.L O m.,.m .....
NT 1 01905 -----

2. Nama or ormastoa 8. FARM om LEASE NAma

John P. Lockridge Operator, Inc. 046 N Horseshoe Bend Federal
S. ADDRESS OF OPERATOR . WBM, NO.

1444 Wazee Street, Suite 218, Denver, Colora o $¾ #42-29
4. IABCATION Or wat.L (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOr., OB WH.DCAT

See also space 17 below.)
At surtaea .....

SE NE Section 29-T6S-R22E, SLM **· · &= s-

29-T6S-R22E
14. Psaurr No. 16. RESTATIONS (ShoW whether SF, NT, 95, ete.) 12. COUN2T OB PARISE lŠ. BTATE

43-047-31663 5258' Gr., 5272' KB Uintah Utah

16. C teck Appropnate BoxTo indicate Natureof Notice, Report,or OilserData
NOTECB OF INTENTEON TO : SURREQUBUT EMPORT OR :

TEST WATER BRUT·OFF PCLL OR ALTER CASING WATER BRUT4rr BarAIBING WELL

PRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATHENT ALTERING CAalNG

BROOT OR ACIDIER ABANDON* SROOTING Om ACIDIBING ABANDOMMENT*

REPAIR WELL CHANGE PLANS (Other) Spud
(Norm: Report resalta et multiple eompletion en Wel

(Other) Completion or Recolapletion Report and form.)

17, DESCRIBE PROPOSED OR CO3fPLETED OPERATIONS (Clearly state all pertinent details, and give þertinent dates, incinding estimatea date et starting any
proposed work. It well is directionally drilled, give subsurface locations and measured and true vertteal depths for all markers and sones perti-
nent to this work.) *

Dri ll i ng of the subject wel l was commenced at 9:00 am, 10/7/85. Dri ll ed 124"
hole to 237'. Drove 20', 14" conductor casing to hold back cobble rock. Ran
5 Joints, 8 5/8", 24#, 8rd, ST&C, JS5 casing (210.94'). Set at 224' KB. Cemented
with 150 sacks, regular, type A with 3% CaC1. Good circulation. Plug down at
3:00 pm, 10/7/85. Cemented by Halliburton.

18. hGeMD

TITLE
ŸreSident ,,,

10/8/85
onn F. toc«ridge

(This a for Federal or State ofBee ase)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, Ir ANT:

*See Instructionson Revene Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



JOHN P. LOCKRIDGEOPERATOR, INC.

October 8, 1985

Bureau of Land Management
170 South 500 East
Vernal, Utah 84078 1 0 1985

Re: Sundry Notice NOIL
Spudding of Well 2

#42-29 Horseshoe Bend Federal
SE NE Section 29-T6S-R22E, SLM
Uintah County, Utah

Gentlemen:

A Sundry Notice reporting the commencement of the captioned
well is enclosed in triplicate for your consideration and
approval.

Yours tru ,

Sally Lillard

/sl

enclosure

cc: State of Utah
Division of Oil Gas and Mining (2)

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303) 628-9371 -



(ÔËeËbÔÊ83) UIN T U > I A i La •Êr"tå
.

Expires August 31, 1985
(Formerly 9-331) DEPARTMEØF THE INTERIOR verse side) 5. LEASE DESIONATEDN AND SERIAI. WO.

SUNDRYNOTICESAND REPORTS
" ' "°"'"'°•

(Do not ape this form for pro aals to drill or to deeÞen or pl oir.
Use "APP CATION FOR PERMIT-" for s -----

1. 7. Umar aosamment maxa

. . O °^.".... O or=== Dry Hole Q y Bg -----

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

John P. Lockridge Operator, Inc. ,
Horseshoe Bend Federal

3. Aoommas or ormaarom i.. 14 UI Oli 9. wsz.x, No.

1444 Wazee Street, Suite 218, Denver, Co1Ñ $O #42-29
4. LOCATION OP WEt,L (Report location clearly and in accordance with any State requirements.* 10. FIBI.D AND POOL, OR WII.DCAT

See also space 17 below.)
at .urr- Horseshoe Bend

SE NE (1264' FEL & 1357' FNL) Section 29-T6S-R22E 11... 2 O M.AND

Section 29-T6S-R22E
14. PERMIT NO. 15. BLavATroNs (Show wherber or, wr. an, etc.) 12. CoonTT om razzan 18. -Tara

43-047-31663 5258 Gr., 5272' KB Uintah Utah

16. (ÑOCÑAppropriott ÛOx TO ÎndiCOft ÑOfure of Notice, Repon, or OtherData
NOTICE Or INTENTION TO : BUms-QUENT BRPORT OF *

TEST WATER SHUT-Orr PCLL OR ALTER c.485NO WATER BRUT-Orr REPAIRING WELL

FRACTUEE TREAT MULTIPLE COMPl.ETE FRACTURE TREATMENT ALTERING CAalNO

BHOOT OR ACIDIES ABANDON* BROOTING OR ACIDERENG ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
(Norm: Report results of multiple completion on Wel

(Other) Completion or Recompletion Report and I.og form.)

17. DESCRIBE PROPOSED OR COlfPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, ineinding estimated date of starting any
proposed work. If well is directionaBy drilled, give subsurface locations and measured and true vertical depths for all markers and nones perti-
nent to this work.) *

Work done on 10/18/85 as fol lows:

Set plug from 3713-3503 with 60 sacks, Type A cement
Set plug from 3010-100' with 60 sacks, Type A cement
Set plug from 82' to surface with 25 sacks, Type A cement
Lay down drill pipe, nipple down 80Ps, clean mud pits.
Rig released at 6:00 am, 10/18/85. Cemented by Halliburton.
Plugging order received from Gerald Kenczka, USGSat 9:00 pm, 10/17/85.

ACCEPTEDBYTHESTATE
OF UTAH DIVISION OF

AS AN MINING

18. I hereb cert t thel to ing IsÄ and rrect

SIGNE
PTOSi dent 10/18/85

(This a for Federal or State omce ase)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.



¥orm31tp0-4 a om nyyw.m.

(November 1983) UM'ED STATES SUBMIT IN DUPL . Budget Bureau No. 1004·--0137

(forenerty 9.-330) itu•• erin-
Expires August 31, 1985

DEPARTMENT OF THE INTERIOR ,, ,,,,,.. , ,, ,,,, ,, ...

BUREAU OF LAND MANAGEMENT U-44210

WELLCOMPLETIONOR RECOMPLETION REP
'_AN. AROM OR 40 - NM

ta. TVÞB o¥ wkt.L: en. •.a.

WKI.L Wi:5.t. DET Ûdter C EEMENT NAME

k TYPE OF COMPLETION:
-----

W t. ."';"." O """" O :'J'; O "".'..O Other VAnx on I,sAas NAMa

2. HAME OF OPERATOR DMSION Horseshoe Bend Federal
John P. Lockridge Operator, Inc• GAR A MININO * ""'' "°'

s. a...... er ....42..
#42-29

1444 Wazee Street, Suite 218, Denver, Colorado 80202 to. ...... ... o wn,pc

4. i.ocATioN OF WELL (Report location efearig and (N GC¢ordgNCg ICfiA SWy ggggg rfggirrmgggg)*

^$2'32 Section 29-T6S-R22E (1264' FEL & 1357' FNL) it..me..w.....M..ORBißCKANOSURVEY
OR AREA

At top prod. intervat reported below

At total deptb Section 29-T6S-R22E
14. PERMIT NO. DATE 880ED 12. COUNTT OR 13. STATE

FAglSH

43-047-31663 Í 8 85 Uintah Utah
15. DATE srcoomo 16. DATE T.D. REACHED lÎ. DATE COMPL. (Ñ€edy to prod.) 18. ELEVATIONE (DF, RKB. RT, GE, ETC.)e 19. ELET. CASINGHEAD

10/7/85 10/16/85 10/18/85 (P&A) 5258' Gr., 5252' KB -----

20. TWrAL DEPTH. MD & TWD 21. PLUO, BACK T.D., MD & TVD 22. tF Mi f.Tirf.E COMPL., 23. INTEltWAI.8 ROTART TOOLa CABLE TOOLE

4060' j All |
24. PRODUCING INTERVAL(8). OF THis COMPLETION-TOP, BOTTON, NAAfE (MD AND TVD)• 25. WAS DIRECTIONAL

SURTET MADE

NONE No
26. TTPE ELECTRIC AND OTHER LOGS RON

27. WAS WELL CORED

DIL/SFL, Sonic with GR, CN/FDC and RFT. No
28. CASING RECORD (Repor¢ all strings set in teett)

CASINO BIEE WEECHT, LE./FT. DEPTH SET (MD) It0LE sizt CEstENTING RECORD AMOUNT PULLED

8 5/8" 24# 224' KB 124" 150 sacks

29. LINER RECORD 30. TUBING RECORD

SIER TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) 81EE DEPTH SET (MD) PACKER BUT (MD)

1. PERFORATION RECORD (InterveË,sue and number) 82. ACID. SHOT. FRACTURE. CEMENT SQUEEEE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OP MATERIAL USED

83.• PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (ŸiOtoing, pas lift, pumping-size and type of pump) wmLL sTATua (Producing or i
shut-in)

DATE OF TEST HOURB TESTED CHOKE 81EE PROD'N. FOR Oltr~-BBL. CAS-AICF. WATER--BBL. GAS<!!L EATIO

TEST PERIOD

PLOW. TUBING PRESS. CA8tNO PRESSURE CAf.CULATED OII. --BBI.. GAS--MCf. WATER--HBL. OIL GRAVITT•API (CORE.)

24.noca mars

34. DISPOSITION OF GAa (Bold, used for fuel, vented, etc.) TEST WITNESSED BT

35. LIST OF ATTACHMENTS

Well history, logs submitted directly by Schlumberger. O
sihereby ee the oi d a rmation to complete andecor ect as determined from all avatlable records10/18/85

dUilli e .
Luc e
*(SeeInstructionsand Spacesfer Additional Data on ReverseSide)

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any false, fictitious or fraudulent Statements or representations as to any matter within its
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JOHN P. LOCKRIDGE OPERATOR, INC.

RECEIVED
October 21, 1985

CN2T251985
Bureau of Land Management
170 South 500 East DIVISIONOF OIL
Vernal , Utah 84078 GAS& MINING

Re: Sundry Notice
Completion Report
#42-29 Horseshoe Bend Federal
SE NE Section 29-T6S-R22E
Uintah County, Utah

Gentlemen:

Enclosed please find the following reports for the captioned well:

1) Sundry Report - P&A (triplicate)

2) Completion Report (duplicate)

Your consideration and approval, if necessary, of these reports
will be appreciated.

Yours tr y,

ally

/sl

enclosures
cc: State of Utah

Division of Oil, Gas and Mining
Prima Energy Corp.
Calais Resources, Inc.
Wm. M. Berryman
Mercer Group
David H. Suek
High Plains Oil Corp.
Snyder Oil Co.

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)
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